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Manufactured in the UK by FLATDOG UK LTD
www.flatdoguk.com

REAR LADDER & STEP



Defender 90 / 110 Rear Ladder

Thank you for purchasing our Flatdog Rax rear ladder.
Please read the instructions before you start.

Firstly, check all the contents, you may find a few spare bolts,
this is really dependant on the cross member set up and the year of
your vehicle, it simply covers all models.

The first job, is to apply some masking
tape to the rear capping - over the pop
rivets, this allows for easier marking
of the holes.

Offer up the ladder up onto the the vehicle,
placing the top inside the gutter and you
will see the two holes near the Flatdog
badge will line up with the capping.

Position the ladder, a couple of millimetres
to te left of the end 
(the side nearest the door) making sure to
check you can easily open the door.

Once happy with the position mark the
masking tape where you are going to drill.
Remove the ladder and then check behind
the capping on the inside of the vehicle for
any trim, this should just pop off avoiding
any unwanted holes !

Start by drilling the hole in the capping with
a smaller drill bit, for example a 4mm bit,
and then work up to an 8.5mm/9mm drill bit.

Once drilled, reposition the ladder and use the
M8 bolts, washers and nuts to fix this part of
the ladder, not overly tight, but keep in place.
Then at the top, place the gutter clamp through
the block, and fix.

Then when happy, check and tighten, popping
on the supplied plastic caps when finished. 

Next, is to fix the bottom step.
There may be a couple of spare bolts in the kit.

Depending on the age or vehicle model, you
may need to remove one of the cross member
bolts, if you simply offer up the step as shown in
the image, you will se if this is necessary.

Once you are happy that the holes are clear
you will need to place the spacers provided
into the cross member via one of the holes
either at the end or underneath, remember
to be patient, as it can be frustrating when it
drops!

When in position, simply hold the step on the 
cross member and push the M10 bolts through 
and placing the nuts on the other side.
Tighten up, making sure you have placed the 
spacer to avoid the cross member crushing as
you keep tightening! once tight, apply
the plastic caps.

Contents:  Ladder / Step
2 x M10 Thin washer / 2 x M10 Thick Washer
2 X M10 x 80mm Bolt  /  1 x M10 x 110mm Bolt / 2 X Tube Spacer 43mm
2 X M10 Nylocs  / 2 X Plastic M10 Caps  / 1 X Gutter Clamp  / Grub screw
2 X M8 Nut  /  5 X M8 Flat Washer  /  1 X M8 Spring Washer  /  2 X M8 Nylocs
2 X M8 x 30mm nuts  /  2 X M8 Plastic Caps 
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